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The latest version of Trust series! This new compound fits the advanced UV printing such
as high-sensitive UV ink and package printing ink
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“TRUST ZETA” is available not only in Japan but in over 10 countries worldwide.
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10 Advantageous Features of Trust Zeta

(DNo swelling characteristics with the latest
UV ink leads to No Nip Variation
With excellent resistance against high-sensitive UV
ink which is used for low-power UV lamp system
and against high adhesive UV ink for film!

(@No ink blockage with the latest UV ink.
Quickening start up of printing

(®No swelling in environmental responsiveness
wash

@Improved weakness in softening characteris-
tics which urethane roller has

(®High heat resistance makes it possible to use
at high speed sheet fed press

(®With resistance to environment-responsive
fountain solution as well as conventional
fountain solution

(@ Combination Rollers for both UV and oil based ink

(820% increased strength compared to conven-
tional Trust Delta

(®Environmental responsiveness roller. Non use
of phthalate ester plasticizer means safe for
printing for the food or Medical

(0Very easy to clean the roller

About TRUST Series

It is common knowledge that there is no suitable compound for
UV printing roller and there is no alternative but to use
synthetic rubber. However, Techno Roll has developed and
launched “Special resin roller “Trust”, a new product that revolu-
tionized common sense about UV printing roller. Trust has

won a reputation as the best roller with excellent printability.
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Trust series is

adopted as standard specification by major press manufac-
turers:
Heidelberg-Komori-Manroland*Ryobi-Mitshubishi-Ilwasaki
TekkorSanki Kikai*Sanjo Kikai, Taiyo Kikai and so forth.
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TRUST ZETA(2)
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The reason to be chosen 7 P> Excellent cleanability
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Trust Z also has outstanding feature “Easy to Clean”.
Very few ink is remained and long term use never
causes adverse effect on ink transfer.
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Trust Z is ideal roller for the operator
who has trouble with Glazed roller.
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The reason to be chosen 8 » “TRUST ZETA” is available in over 10 countries worldwide.

The most important factor to succeed in UV
printing is to use high quality roller. Trust Z is
available around the world. High quality
printing in Japan can be realized in the world.
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DIANS VR (RAY)
Westland Gummiwerke GmbH & Co.KG

IS5Tav0- TV T4V T (AFH)
Graphic Printing Roller(Canada)
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SAM HWA ROLLERS CO.,LTD(Korea)

MSLSN\—#(XL—277)
MSL Rubber INDUSTRIES SDN.BHD (Malaysia)

EiBSBJtt (E)
SHANGHAI SBJ ROLLER CO.,LTD(China)

NIR=FT#(Za—-I—-3VF)
HAMMERKING ROLLERS LTD(New Zealand)
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. JUtybO—5% (F—ANSU7)
BANGKOK ROLLER CO.,LTD(Thailand)

Brissett Rollers Pty.Ltd (Australia)
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PT Zentrum Graphics Asia(Indonesia)

A—v 711 (8E)
Yi Tsai Enterprise Co.,Ltd(Taiwan)
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carefully observing roller exchange timing since it soften
at the end.

@Alkaline medium is not recommendable.

@Keep roller in dark, cool place by supporting it with it's journal.
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This product is manufacture by ISO9001(Year 2008 Version) and ISO14001(Year 2004 Version) registered factory.
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Distinctive technology and high-quality products!

%w/m Cell
Printing Narurally
TECHNO ROLL CO.,.LTD ~
Head Office  3-Chome, 4-5, Techno-Stage, Izumi, Osaka, 594-1144 Japan
Factories: TEL +81-725-53-3933 FAX +81-725-53-3922
Kanto Branch : 2-Chome, 3-6, Bijyogi-Higashi, Toda City,
Saitama Plant : Saitama Pref. 335-0032 Japan

TEL +81-48-449-7333 FAX +81-48-449-7444

URL : http://www.technoroll.co.jp
E-mail : info@technoroll.co.jp
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The reason to be chosen 1 » Excellent property to advanced UV Ink
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TRUST ZETA(Z2)
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The reason to be chosen 4 » Environmental responsiveness product
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TRUST ZETA shows minimal swelling with UV ink 4 Vol (%)

BREUVA VHEERERER ((AFEZEE) immersion test Result with sensitive UV ink

(Rate of Volume Change)
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Inhibition of ink blockage quicken start up of )
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be cleaned quickly.
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Company B roller Trust & TrustZ
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Trust Delta is designed to comply with environmental
laws and regulations.Our cooperate policy is to
develop environment-friendly products.
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The reason to be chosen 5 P Further increased strength property
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The reason to be chosen 2 »> trong resistance to UV wash
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38 Reliable and easy-to-clean roller, if high
frequency of color changes is required in
high-mix low-volume printing.

S Only a small change in outer diameter 2 6 24 48
saves Nip adjustment. BB (h) Time ()

EEEENNo deterioration of strength by solvent o NSAZ  —m— EHNRUVERO_L
swelling. No pitting on roller surface. TrustZ Foreign Company roller
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EEN) MESEHRIKOIFHO— VIEEBENNELE To make it possible to use the roller at the place
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The advantage of superior rubber strength means

EZES8 To help prevent damage on roller surface. Damage
on roller surface hastens the roller replacement cycle.
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The reason to be chosen 6 P Excellent roller processing technology to promise high quality printing
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The reason to be chosen 3 P> Upgraded durability (upgraded resistance)
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Different from general Urethane resinbased 8
roller, Trust Z have less incidence of decrease 6
in hardness by temperature!! -4
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Prolonged lifetime as long as synthetic rubber. B (h) Time (h)
Further improved heat and moisture -5z —0— fATREA
resistance makes it possible to use at high Trustz Company A roller
speed sheet fed press.
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Because UV ink has quick drying property, performance of
ink transfer affects the printing quality. But its very smooth
surface stabilizes ink transfer.
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XA Try and realize the difference from another UV printing
roller in “Dot reproduction” and “Snowflaking”.

Try and feel “Easy-to-clean” of Trust Zeta Roller.
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